


Nominal Gerilim 12v
Nominal Kapasite
(K 20) 100 Ah
Yikseklik 9.01” (229 mm)
Olgiler Uzunluk 21,85” (555 mm)
Geniglik 4,92” (125 mm)
Agirlik 86.1 Ibs (39,0) Kg
TEKNiIK KARAKTERISTIKLER
K 20 (5,1A) 102 Ah
K 10 (9,2A) 92 Ah
Kapasite K 5 (16,7A) 83,5 Ah
25°C K 3 (25,9A) 77,7 An
K1 (63,7A) 10,5V 63,7 Ah
ic Direng Sarjll Akt 25°C 3+0.1 mQ
Sicaklik °C Tampon sarj voltaji 40°C 102%
5 13.86 Sicaklik - Kapasite Etkisi 25°C 100%
10 13.74 (K20) 0°C 85%
15 13.62 -20°C 60%
20 13.50 R
) Kapasite (3Ay) 91%
25 13.41 Selzfé?gg'a” Kapasite (6Ay) 82%
30 13.38 Kapasite (9Ay) 64%
35 13.26
Kutupbasi M8 Somunlu
Max. Sarj Voltaji 14,1V +0,01 20-25°C
Sarj Gerilimi
Tampon Sarj Voltaji 13,5V +0,01 20-25°C
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Dakika Saat

DESARJ SURESI
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Akii ve Malzemeleri San. A.S.
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